
TTH
Guarnizioni per STELo 
roD seals

Versione standard Standard version

Poliuretano PB508 +POM Polyurethane PB508+POM

Pressione fino a  /Pressure up to

40 MPa

Velocità fino a /Speed up to 

0.5 m/s

Temperatura /Temperature 

-35°C +100°C

Applicazioni Applications

Macchine movimento terra
Presse per Stampaggio
Cilindri per Gru

Earth moving Machinery
Presses
Crane Cylinders

UŽSISAKYKITE internetu: www.dominga.lt /eshop el. paštu: info@dominga.lt telefonu: +370 5 2322231
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TTH 

PART NR
DIMENSIONI SEDI / Housing dimensions

d D H

TTH 900 32,00 42,00 8,00
TTH 901 40,00 50,00 8,00
TTH 902 45,00 55,00 8,00
TTH 903 50,00 65,00 12,50
TTH 903/2 50,00 65,00 11,00
TTH 903/1 56,00 66,00 10,00
TTH 904 56,00 71,00 12,50
TTH 905 60,00 75,00 13,00
TTH 905/1 60,00 80,00 13,00
TTH 906 63,00 78,00 6,30
TTH 907 63,00 78,00 12,50
TTH 908 65,00 80,00 13,00
TTH 909 70,00 85,00 12,50
TTH 909/1 70,00 90,00 13,00
TTH 910 75,00 90,50 6,30
TTH 911 75,00 90,00 13,00
TTH 911/1 75,00 90,00 12,50
TTH 912 80,00 95,00 12,50
TTH 913 80,00 95,00 6,30
TTH 914 82,55 98,20 13,00
TTH 915 85,00 100,00 13,00
TTH 915/1 85,00 100,00 12,50
TTH 916 85,00 100,50 6,30
TTH 917 90,00 105,00 6,30
TTH 918 90,00 105,00 13,00
TTH 918/1 90,00 105,00 12,50
TTH 919 95,00 110,00 13,00

Rod Seal design guidelines
0mm < d ≤ 50mm 50mm < d ≤ 100mm 100mm < d ≤ 150mm d ≥ 150mm

r remove sharp edges
A 1 mm 2 mm 3 mm 3 mm < A ≤ 5 mm

G

Operating pressure to determinate Maximum Gap Allowance: G/2
Profile Dimension > 16 MPa > 26 MPa > 32 MPa > 40 MPa

≤ 5 0.50 mm 0.40 mm 0.35 mm
> 5.0 – 7.5 0.55 mm 0.45 mm 0.40 mm 0.35 mm
> 7.5 – 12.5 0.60 mm 0.50 mm 0.45 mm 0.40 mm

 15 0.65 mm 0.55 mm 0.45 mm 0.40 mm

80 Per dimensioni diverse da quelle elencate, Vi preghiamo contattarci. 
For dimensions not listed, Please contact us.
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TTH

PART NR
DIMENSIONI SEDI / Housing dimensions

d D H

TTH 919/1 95,00 110,00 13,00
TTH 920 100,00 120,00 16,00
TTH 921 106,00 121,50 6,30
TTH 922 110,00 130,00 16,00
TTH 923 115,00 130,00 13,00
TTH 924 117,00 132,00 10,00
TTH 925 120,00 135,00 16,00
TTH 926 125,00 140,50 6,30
TTH 927 125,00 145,00 16,00
TTH 928 130,00 150,60 7,90
TTH 929 140,00 160,00 16,00
TTH 929/2 140,00 160,00 17,00
TTH 929/1 142,00 157,00 10,00
TTH 930 145,00 165,60 7,90
TTH 930/1 150,00 170,00 16,00
TTH 931 160,00 180,50 7,50
TTH 931/2 160,00 180,00 16,00
TTH 931/1 160,00 185,00 20,00
TTH 932 180,00 205,00 20,00
TTH 933 200,00 225,00 20,00
TTH 934 220,00 240,00 16,00
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