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Miniature valves 3/2 - 5/2 - M5 Series 105 - Mechanical and
manual command

1.13Overall dimensions and technical information are provided solely for informative purposes and may be modified without notice.

Miniature valves 3/2 - 5/2 - M5Serie 105_GB_MeccMiniature valves 3/2 - 5/2 - M5Tappet panel - Spring

Miniature valves 3/2 - 5/2 - M5Lever roller - Spring

Miniature valves 3/2 - 5/2 - M5Lever roller ball bearing - Spring

Tappet panel - Spring 3/2 Ordering code 5/2 Tappet panel - Spring

105.t.0.1

t
TYPE

32 = 3 ways

52 = 5 ways

Weight gr. 70 
Operating force 14 N

Weight gr. 87
Operating force 14 N

Operational characteristic
Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar

with ∆p=1 (Nl/min)
Orifice size (mm) Working ports size

Filtered and lubricated air 10 bar -5 - +70 120 Nl/min mm 2,5 M5

Lever roller - Spring 3/2 Ordering code 5/2 Lever roller - Spring

105.t.2.1

t
TYPE

32 = 3 ways

52 = 5 ways

Weight gr. 85 
Operating force 6 N

Weight gr. 102
Operating force 6 N

Operational characteristic
Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar

with ∆p=1 (Nl/min)
Orifice size (mm) Working ports size

Filtered and lubricated air 10 bar -5 - +70 120 Nl/min mm 2,5 M5

Lever roller ball bearing - Spring 3/2 Ordering code 5/2 Lever roller ball bearing - Spring

105.t.2.1/1

t
TYPE

32 = 3 ways

52 = 5 ways

Weight gr. 100 
Operating force 6 N

Weight gr. 177
Operating force 6 N

Operational characteristic
Fluid Max working pressure (bar) Temperature °C Flow rate at 6 bar

with ∆p=1 (Nl/min)
Orifice size (mm) Working ports size

Filtered and lubricated air 10 bar -5 - +70 120 Nl/min mm 2,5 M5
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