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Series 1900

Vacuum components
High-flow multistage vacuum generator

FNELMRX

Multistage high flow vacuum generator G3/4"
Ordering code
19T34.M.52.HF.QQ
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Performance characteristics
- Optimum supply pressure (bar) 3.4
- Supply pressure (bar) 34/6
- Degree of Vacuum (-kPa) 89/92
- Intake flow rate (I/min) 850/1010
- Air consumption (I/min) 445/ 720
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Supply Air consumption Intake flow rate (I/min) at different levels of vacuum (-kPa) Degree of Vacuum
pressure (bar) (I/min) 0 10 20 30 40 50 60 70 80 90 max. (-kPa)
34 445 850 | 550 | 430 | 280 | 145 | 115 85 60 28 22 92
6 720 1010 | 800 | 460 | 385 | 310 | 215 | 125 42 15.5 / 89
Supply Air consumption Evacuation time (s/l) at different levels of vacuum (-kPa) Degree of Vacuum
pressure (bar) (I/min) 10 20 30 40 50 60 70 80 90 max. (-kPa)
3.4 445 0.010 | 0.025 | 0.043 | 0.075 | 0.11 | 0.19 | 0.27 | 045 | 1.2 92
6 720 0.007 | 0.018 | 0.038 | 0.055 | 0.08 | 0.12 | 0.19 | 0.47 / 89
Technical features
- Fluid Unlubricated filtered air
- Max. supply pressure (bar) 7
- Noise (dBA) 60 + 65
- Temperature (°C) -20 + 80
- Material PPS, SS, PA, NBR
- Weight (gr.) 837
. DDMING A UAB ”Domingos prekyba” www.dominga.lt/eshop email: info@dominga.lt o 350

INDUSTRY SERVICE | Savanoriy pr. 187-4 korp., LT-02300 Vilnius, Lietuva, tel.: +370 52322231, faks. + 370 5 2648229




