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Valves and solenoid valves 3/2 - 5/2 Poppet system Series 700
mevvex] G 1/8"
Pneumatic 3/2
Sring G1/8

Ordering code

778.32.11.1C

12@‘0

3

778.32.11.1A

szm

3

Weight gr. 170

Minimum operating pressure 2,5 bar
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Pneumatic
Spring

Ordering code

778.52.11.1

4 2

lawwwz

513

Weight gr. 250

Minimum operating pressure 2,5 bar
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Solenoid
Spring

Ordering code

778.32.0.1C.M2

Weight gr. 240
Minimum operating pressure 3 bar
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Ordering code

778.52.0.1.M2
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Weight gr. 310

Minimum operating pressure 3 bar
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Fluid
Operational

Max working
pressure

Operating temperature

min. | max.

Flow rate at 6 bar
with Ap = 1 bar

Orifice
size

Working
ports size

Pilot port
size

Filtered and
lubricated air

characteristics

10 bar

+70°C valves
+50°C solen. valv.

-5°C
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DOMING

INDUSTRY SERVICE

840 NI/min

6 mm.

G 1/8" G 1/8"
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Valves and solenoid valves 5/2 Poppet ststem Series 700 /}/
for manifolds G 1/8" PNEUNAX
Valve 5/2
for manifolds ,’%r
Ordering code \ 33 \ ;
788.52.11.1 \ \
IAW\AW ‘ ° ﬁ
513 ‘ ‘ :i:
Weight gr. 260 | |
o | o
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35 35
Minimum operating pressure 2,5 bar
Solenoid valve 5/2
for manifolds -
L]
Ordering code :
788.52.0.1.M2
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Weight gr. 320 | R g | g
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Minimum operating pressure 3 bar
Fluid Max working Operating temperature | Flow rate at 6 bar Or.ifice Working | Pilot ports
Operational pressure min. max. with Ap = 1 bar size ports size size
isti Fil 70°C valve
characteristics Iu;)tr(iacr:?egr;?r 10 bar -5°C :50°C \;(i)l\;n? valv.| 840 NI/min 6 mm. G 1/8" G178
Manifolds
Ordering code
788/2 2-ports Weight gr. 315
788/3 3-ports Weight gr. 440
788/4 4-ports  Weight gr. 565 3
788/5 5-ports Weight gr. 690
7N
eee®
95 (2-position)
130 (3-position)
165 (4-position)
200 (5-position)
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Valves and solenoid valves 3/2 - 5/2 Poppet system Series 700
enennnx| G 1/4"
Pneumatic 3/2
Spring G1/8
Ordering code \ ; | ‘
774.32.11.1C 1 1
2 ! o <
{B}Z}M of Lo | o
B S ‘
774.32.11.1A ol @
HZ‘ZL—_DMW 30 ° 3
o 45
Weight gr. 395
Minimum operating pressure 2,5 bar
Pneumatic 5/2
Spring G1/8
Ordering code ‘ ! ‘ j
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Weight gr. 510 20 . 5
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Minimum operating pressure 2,5 bar
Solenoid @ ] ‘ 3/2
Spring Inks ) Ey
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Ordering code 9 N 118
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Weight gr. 460 45
Minimum operating pressure 3 bar
Solenoid 5/2
Spring
Ordering code
774.52.0.1.M2
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Minimum operating pressure 3 bar
Fluid Max working Operating temperature | Flow rate at 6 bar Orjfice Workir_lg Pilot ports
Operational pressure min. | max. with Ap = 1 bar size ports size size
characteristics Filtered and .~ |+70°C valves . \ ,
lubricated air 10 bar -5°C | +50°C solen. valv. 1560 Ni/min 8 mm. G1/4 G 1/
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