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Tolleranze ISO sul piano interno / ISO tolerance on I.D.
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STEEL GRADE
UNIFE 510:DIN St 52,3: SAE 1026

STANDARD OF SUPPLYING
Seamless and cold drawn
Honed or rolled inside
Deburred and capped ends
Inside and outside oiled

CONDITION OF SUPPLYING
Stress relieved annealed (SRA)

TOLERANCES
Outside diameter according to DIN 2391
Inside diameter according to H8

OVALITY
Within the 0.D. Dimentional tolerances limits

SURFACE FINISHING
Ra 0,4u max according to ASTM A 513 or ISO 468

STRAIGHTNESS
1Tmm/1000mm

MECHANICAL CHARACTERISTICS
Tensile trenght: minimum 580 N/mm?
Yield point: minimum 510 N/mm?
Elongation: minimum 15%

STANDARD TESTS

Visual and dimensional; mechanical tests; chemical analysis;
non desctructive tests 100%

Certificates according to DIN 50049/3.1.B
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Gamma dimensionale dei tubi disponibile a magazzino.
Dimension of tubes available in warehouse.

D.l D.E SP Tolleranza Kg/m D.l D.E SP Tolleranza Kg/m
25 35 5 3,7 . 100 115 7,5 H8 19,88
30 40 5 432 ] 120 10 H8 27,13
30 45 75 6,94 125 12,5 H8 34,68
32 40 4 3,55 130 15 H8 42,54
32 42 5 4,56 120 7,5 H8 20,81
35 45 5 4,93 125 10 H8 28,36
35 50 7,5 7,86 120 5 H8 14,18
40 . 50 5 5,55 125 75 H8 21,73
40 ) 52 6 6,81 130 ) ) H8 29,59
40 55 7,5 8,79 140 15 H8 46,24
40 60 10 12,33 130 7.5 H8 22,66
45 55 5 6,17 135 10 H8 30,83
45 ) 7,5 9,71 130 5 H8 15,41
45 65 10 13,56 135 7.5 H8 23,58
50 ) 5 6,78 140 10 H8 | 32,06
50 62 6 8,29 145 12,5 H8 | 40,84
50 65 7,5 10,63 150 15 H8 49,94
50 70 10 14,8 140 7.5 H8 24,51
55 65 5 7,4 145 10 H8 33,29
55 70 7,5 11,56 150 12,5 H8 42,38
55 75 10 16,03 155 15 H8 51,79
) 70 5 8,01 140 5 H8 16,65
) 7] 6 9,77 145 7,5 H8 25,43
) 75 7,5 12,48 150 10 H8 34,52
) 80 10 17,26 160 15 H8 53,64
63 73 5 8,38 150 7,5 H8 26,36
63 75 6 10,21 150 5 H8 17,88
63 78 7,5 13,04 155 7,5 H8 27,28
63 83 10 18 160 10 H8 36,99
65 75 5 8,63 165 12,5 H8 47,01
65 80 7,5 13,41 170 15 57,33
65 85 10 18,5 160 7,5 28,2
70 80 5 9,25 165 10 38,22
70 82 6 11,24 160 5 19,11
70 ) | 85 7,5 14,33 165 7,5 29,13
70 90 10 19,73 170 10 , 39,46
75 85 5 9,86 175 12,5 50,09
75 90 7,5 15,26 180 15 ) 61,03
75 95 10 20,96 170 5 20,34
80 90 | 5 10,48 175 7,5 30,98
80 92 | 6 12,72 180 10 41,92
80 95 7,5 16,18 185 125 53,17
80 100 10 22,19 190 15 | Hs 64,73
80 105 12,5 28,51 200 20 H8 88,78
80 110 15 35,14 190 | 10 H8 44,39
85 95 5 11,1 200 15 H8 68,43
85 100 7,5 17,11 | . 180 200 10 H8 46,85
85 105 10 23,43 180 205 12,5 H8 59,34
90 100 5 11,71 180 210 15 H8 72,13
90 102 6 14,2 180 220 20 H8 98,64
920 105 7,5 18,03 190 220 15 H8 75,83
90 110 10 24,66 200 220 10 H8 51,79
90 115 12,5 31,6 200 225 12,5 H8 65,5
95 110 7,5 18,96 200 230 15 H8 79,53
95 115 10 25,89 200 240 20 H8 108,5
100 110 5 12,95 220 240 10 H8 56,72
100 112 6 15,68 230 250 10 H8 59,18

* Le dimensioni non elencate possono essere richieste su ordinazione
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