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HW502

HW501

LIFT TABLE

LIFT TABLE | 500-3000 kg

Maintenance free pivot bushings.Large safety
clearance between the scissors to avoid injuries.
Li cylinder with internal drainage. Safety valve to
ensure safety in case of a hose burst. Low-noise
power pack with built-in overload valve. Cable for
3-phase 380V/16Ah. Approves to EN1570-1.

Foot control with 
emergency stop HWF-100
• Fits to all electronic tables
• Wire length 5 m 

OPTION

TECHNICAL INFORMATION
Art.no HW501 HW502-Y HW1012-Y HW2011-Y HW3000-Y

Type Single scissor Single scissor Single scissor Single scissor Single scissor

Capacity (kg) 500 500 1000 2000 3000

Table area (LxW) (mm) 900x700 1200x800 1200x800 1300x800 1300x800

Base frame size (LxW) (mm) 885x700 1180x680 1180x680 1255x735 1255x735

Weight (kg) 110 122 146 204 320

Lifting height, min-max (mm) 160-760 190-900 190-900 190-1010 220-1010

Lifting time to max height (s) 15-20 15-20 15-20 15-20 15-20

Lifting motor 380V/50HZ 1,1kW 380V/50HZ 1,1kW 380V/50HZ 1,1kW 380V/50HZ 1,5kW 380V/50HZ 2,2kW

Price

Remote control - RHW-100X
• Fits to all electronic tables

OPTION
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HW1001

HW-ST (1000 kg)
HW-SV (2000 kg)

LIFT TABLE

LIFT TABLE | 500-4000 kg

Maintenance free pivot bushings. Large safety clearance between the scissors to avoid injuries.
Li cylinder with internal drainage. Safety valve to ensure safety in case of a hose burst.
Moveable limit switch for adjus ng full raised stop. 4 end-stops, incl. 4 loops which can be used
e.g. when li ing total li table into a pit. Low-noise power pack with built-in overload valve.
Cable for 3-phase 380V/16Ah. Approves to EN1570-1.

Capacity 1000 and 2000 kg. By using the 
pallet truck stand the user gets a good 
mobility. Fits HW1001/1002/2001/2002 
and HD1000.

Pallet truck stand

The upper platform has a 
safety frame that covers all 
four sides. There are double 
switches for lowering safety 
of the platform.

Low-noise power pack equip-
ped with built-in overload valve 
and flow compensated valve for 
controlled lowering speed.

1 or 2 cylinders = 1000 or 
2000/4000 kg.

Mechanic stop enables safe 
maintance.

TECHNICAL INFORMATION
Art.no HW500L HW1001 HW1001-

220
HW1002 HW1004 HW1005 HW1006 HW2001 HW2002 HW2005 HW4002 HW4006

Type Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Single 
scissor

Capacity (kg) 500 1000 1000 1000 1000 1000 1000 2000 2000 2000 4000 4000

Table area 
(LxW) (mm) 2000x800 1300x820 1300x820 1600x1000 1700x1000 2000x850 2000x1000 1300x850 1600x1000 2000x850 2000x1200 2200x1200

Base frame 
size (mm) 1650x660 1255x680 1255x680 1266x680 1600x680 1600x680 1600x680 1255x785 1255x785 1630x785 1600x930 1980x930

Stroke length (mm) 800 785 785 785 1060 1060 1060 770 770 1050 810 1100

Weight (kg) 193 160 160 186 186 212 223 235 268 300 405 505

Lifting height, 
min-max (mm) 200-1000 205-990 205-990 205-990 240-1300 240-1300 240-1300 230-1000 230-1000 250-1300 240-1050 300-1400

Lifting time to 
max height (s) 15-20 10-15 10-15 15-20 20-25 30-35 30-35 20-25 20-25 20-25 25-30 25-30

Lifting motor 380V/50HZ 
1,1kW

380V/50HZ 
1,1kW

220V/50HZ 
1,1kW

380V/50HZ 
1,1kW

380V/50HZ 
1,1kW

380V/50HZ 
1,1kW

380V/50HZ 
1,1kW

380V/50HZ 
1,5 kW

380V/50HZ 
1,5 kW

380V/50HZ 
1,5 kW

380V/50HZ 
2,2 kW

380V/50HZ 
2,2 kW

Price
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MJ-Q801

HD1000

LV4000

LIFT TABLE

TECHNICAL INFORMATION
Art.no HD1000 HD2000 HD4000 HT1000 MJ-Q801 LV2000 LV4000

Type Double 
scissor

Double 
scissor

Double 
scissor

Triple scissor Four scissor Horisontal 
double scissor

Horisontal 
double scissor

Capacity (kg) 1000 2000 4000 1000 800 2000 4000

Table area 
(LxW)

(mm) 1300x820 1300x850 1700x1200 1700x1000 1700x1000 2500x820 2500x850

Base frame size 
(LxW)

(mm) 1250x680 1255x785 1600x930 1660x1000 1606x1010 2470x680 2470x785

Stroke Length (mm) 1475 1420 1650 2530 3504 795 770

Weight (kg) 210 295 520 450 858 265 360

Lifting height, 
min-max

(mm) 305-1780  360-1780  400-2050 470-3000  706-4210  205-1000 230-1000 

Lifting time 
to max height

(s) 20-25 25-30 30-35 45-50 60-65 15-20 25-30

Lifting motor 380V/50HZ 
1,5 kW

380V/50HZ 
2,2 kW

380V/50HZ 
2,2 kW

380V/50HZ 
2,2 kW

380V/50HZ 
2,2 kW

380V/50HZ 
2,2 kW

380V/50HZ 
2,2 kW

Price

VERTICAL & HORISONTAL SCISSOR LIFTS | 800-4000 KG

Tables for high li s and long goods. Table should be xed into oor with bolted
joints. Li ing height up to 4210 mm. Maintenance free pivot bushings. Large safety
clearance between the scissors to avoid injuries. Li cylinder with internal drainage.
Safety valve to ensure safety in case of a hose burst. Low-noise power pack with
built-in overload valve. Safety switch in top posi on. Moveable limit switch for
adjus ng full raised stop. 4 end-stops, incl. 4 loops which can be used e.g. when
li ing total li table into a pit. Low-noise power pack with built-in in overload valve.
Cable for 3-phase connec on 380V/16 Ah. Approves to EN1570-1.
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SU1001

SU1001

1140 mm

85 mm

907 mm

SL1001

LIFT TABLE

TECHNICAL INFORMATION
Art.no SL1001 SL1003 SL1502 SU1001 SU1001-220 SU1500

Type Low pro�le Low pro�le Low pro�le U-shaped U-shaped U-shaped

Capacity (kg) 1000 1000 1500 1000 1000 1500

Table area (LxW) (mm) 1450x1140 1450x800 1600x1000 1450x1140 1450x1140 1600x1200

Base frame size (LxW) (mm) 1076x1330 1736x1330 1430x936 1076x1330 1076x1330 1430x1136

Stroke Length (mm) 775 775 775 775 775 755

Weight (kg) 357 357 401 280 280 380

Lifting height, min-max (mm) 85-860 85-860 105-870 85-860 85-860 105-860

Lifting time 
to max height (s) 18 15 20 15 15 20

Lifting motor 380V/50HZ 1,1 kW 380V/50HZ 1,1 kW 380V/50HZ 1,5 kW 380V/50HZ 1,1 kW 220V 380V/50HZ 1,5 kW

Width between forks/forks (mm) - - - 590/275 590/275 590/305

Price

LOW PROFILE LIFT TABLE | With ramp

Sta c electro-hydraulic li tables are specially made
for installa on without a pit. Lowered height is only 85
mm. Built with solid steel plates for highest strength and
reliability. Separate hydraulic power pack (IP54) which
is posi oned next to the li table. The moveable ramp
is included. Cable for 3-phase connec on 380V/16 Ah.
Con rms to EN1570-1 and ANSI/ASME-norms.

LOW PROFILE LIFT TABLE | U-shaped

Sta c electro-hydraulic U-shaped li table are specially
made for pallet handling together with normal hand
pallet truck. Installa on do not need ramp or pit.
Lowered height is only 85 mm. Built with solid steel
plates for highest strength and reliability. Separate
hydraulic power pack (IP54) which is posi oned next
to the li table. Cable for 3-phase connec on 380V/16
Ah. Con rms to EN1570-1 and ANSI/ASME-norms. Inner
length of fork 1080 mm.

Measure sketch SU1001.


