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3SN hydraulic hose

HIPAC 3SK HOH3

Application: Specifiche applicabili/Applicable specs.:
High pressure lines with reduced bending radius, where high exceed EN 856 45H (DIN 20023-45H)
flexibility is requested. IMM

Internal hose:  NBR, Synihetic rubber, extruded whole without joints, of Recommended fluid-:

uniform thickness. Hydraulic fluid ptroleum based, glicol-
Reinforcement: Three high tensile steel wire braids. water based, lubrificant.
External covering: NBR/PVC  Anti-abrasive  synthelic  rubber, Operating temperature range:
resistant fo oils, fuels and atmospheric  goe 4010 +100°C
conditions.

1207 intermittent

nmﬂmmmmﬂlmm
THE003K-06 318" 95 06 188 500 7250 2000 29000 110 4331 0680 0457
THEOO3K-08 1/2" 127 08 224 475 6888 1900 27550 140 5512 0810 0,544
THEO003K-10 58" 160 10 258 420 6090 1680 24360 200 7,874 1000 0,672
THEO003K-12 34" 190 12 297 380 5510 1520 22040 240 9449 1220 0,820
THE003K-16 1" 254 16 388 315 4568 1260 18270 300 11,811 1,710 1,149

FEATURES: Compact hose - no skive construction - NBR tube compound compatible with several fluids -
performance over 45H - approved up to 500.000 impulse cycles.

DP002250 DP001523 DP067889 DP001524



