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DEBEM

MIXERS

Fixed mixer with internal stand and locking device for fitting to an open or partially-covered tank.
Designed for the water treatment sector, irrigation, etc. These mixers can handle products with a maximum density of 40°Be
and viscosity not exceeding 1.500 cps at atmospheric pressure.

series “F” usabein cylindrical drums of a max. 1000 litres capacity.

TYPE

F-0850-2

F-1000-2

F-1200-2

F-85 S-35

F-108-35

F-10 S-90

F-12 835

F-15 S-90

series “H”

TYPE

H-105-35

H-10 5-80

H-12 835

H-12 5110

H-158-90

H-15 5140

H-18 5170

H-20 S-190

series “J” usable

TYPE

J-125-110

J-155-140

J-18 5170

J-205-190

HP

0,33

0,33

0,33

0,33

0,33

0,33

0,33

0,33

HP

0,75

075

0,75

0,75

0,75

0,75

0,75

0,75

HP

1.5

1.5

1.5

1.5

R.P.M.

940

940

940

940

940

940

940

940

voltage

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

shaft @ impeller

mm

850

1.000

1.200

850

1.000

1.000

1.200

1.500

mm

120

120

120

120

120

120

120

120

shaft and

impeller

INOX
AISI 316

INOX
AISI 316

INOX
AISI 316

INOX
AISI 316

INOX
AlISI 316

INOX
AISI 316

INOX
AlISI 316

INOX
AISI 316

support

PVC

PVC

PVC

support
AISI 304

INOX
35cm

INOX
35cm

INOX
90 cm

INOX
35cm

INOX
90 cm

Usable in cylindrical drums of a max. 3000 litres capacity.

R.P.M.

940

940

940

940

940

940

940

940

R.P.M.

940

940

940

940

voltage
220/380
220 Spph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

n cylindrical drums of a max. 5000 litres capacity.

voltage
220/380
220 S.ph.

220,380
220 Sph.

220,380
220 Sph.

220,380
220 Sph.

www.debem.it

shaft @ impeller

mm

1.000

1.000

1.200

1.200

1.500

1.500

1.800

2.000

shaft
mm

1.200

1.500

1.800

2.000

mm

160

160

160

160

160

160

160

160

@ impeller

mm

200

200

200

200

shaft and

impeller

INOX
AlSI 316

INOX
AlSI 316

INOX
AISI 316

INOX
AlSI 316

INOX
AISI 316

INOX
AlSI 316

INOX
AISI 316

INOX
AlSl 316

shaft and

impeller

INOX
AISI 316

INOX
AISI 316

INOX
AISI 316

INOX
AISI 316

support
AIS| 304

INOX
35cm

INOX
90 cm

INOX
35cm

INOX
110 cm

INOX
90 cm

INOX
140 cm

INOX
170 cm

INOX
190 cm

support
AISI 304

INOX
110 cm

INOX
140 cm

INOX
170 cm

INOX
190 cm

weight

Kg

16

20

17

21

21

24

26

27

weight

Kg

26,5

28

30

32

weight
Kg

104

11

16

14

16

NOTE: Only the mixers in PP and
PVDF have the opportunity to run
dry.
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MIXERS

IN PP OR PVDF - series “E” and series “EH”

PP and PVDF mixers for processing acids. No stand with locking device for tank instal-
lation. Watertight, this being achieved by means of a fixed ceramic part and V-ring
seal in the top section and an O-ring fitted to the bolt-on impeller. Series E L. 600,/800
mm usable in cylindrical drums of a max. 400 litres capacity. Series E L. 1000,/1200
mm usable in cylindrical drums of a max. 1000 litres capacity. Series EH usable in

cylindrical drums of a max. 3000 litres capacity.

TYPE

E-600-4

E-800-4

E-10004

E-1200-4

EH-1200-4

EH-1400-4

HP

1/6

1/6

1/3

1/3

3/4

3/4

R.P.M.

940

940

940

940

940

940

voltage
220 Spph.
220/380

220 Sph.
220,380

220 Sph.
220,380

220 Sph.
220,380

220 Sph.
220,380

220 Sph.
220,380

shaft
mm

600

800

1.000

1.200

1.200

1.400

coated
shaft

PP or
PVDF

PP or
PVDF

PP or
PVDF

PP or
PVDF

PP or
PVDF

PP or
PVDF

impeller
PP or
PVDF

PP or
PVDF

PP or
PVDF

PP or
PVDF

PP or
PVDF

PP or
PVDF

weight
K

95,5
10,5
11
14,5

15

IN INOX AND PP WITH GEAR DRIVE - series “FR”

Fixed mixer without stand for installation above open or partially-covered vessels.
2- or 3-stage reduction gearbox for slower rotation speeds. For a very slow mixing of
fluids (e.g.: non foaming fluids). It is utilized for very small drums.

TYPE

FR-1000-12

FR-1200-12

FR-1000-86

FR-1200-86

FR-1000-35

FR-1200-35

FR-1000-12PP

FR-1200-12PP

HP

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

R.P.M.

86

86

35

35

118

118

voltage
220 S.ph.
220/380

220 Sph.
220,380

220Sph
220,380

220 Sph.
220,380

220,380

220,380
220Sph
220,380

220 Sph.
220,380

shaft
mm

1.000

1.200

1.000

1.200

1.000

1.200

1.000

1.200

@ impeller

160

200

200

200

600

600

160

160

shaft and
impeller

INOX
AISI 316

INOX
AISI 316

INOX
AISI 316

INOX
AlSI 316

INOX
AISI 316

INOX
AISI 316

PP

PP

IN INOX 12 VCC - series “FCC”

Usable in cylindrical drums of a max. 400 litres capacity.

TYPE

FCC-1000-5

FCC-1200-5

FCC-1000-7

FCC-1200-7

HP

55 W

55 W

75 W

75 W

R.P.M.

360

360

360

360

voltage

12 VCC

12 VCC

12 VCC

12 VCC

shaft
mm

1.000

1.200

1.000

1.200

@ impeller

160

160

200

200

shaft and
impeller

INOX
AISI 316

INOX
AISI 316

INOX
AlSI 316

INOX
AISI 316

weight
Kg

8,5

8,5

8,5

8,5

weight
Kg

support

ALU 6
ALU 6.5

ALU 7

ALU 7.5

p— -
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Debem in the world

INDUSTRIAL PUMPS

NORTH AMERICA EUROPE NORTH AFRICA MIDDLE EAST OCEANIA
CANADA AUSTRIA EGYPT BAHRAIN AUSTRALIA
BELGIUM TUNISIA IRAN NEW ZEALAND
CENTRAL AMERICA BULGARIA QATAR
PANAMA DENMARK SOUTHERN AFRICA UNITED ARAB EMIRATES
FRANCE SOUTH AFRICA
CHILE GREECE KOREA
BRASIL ITALY CHINA
COLOMBIA —— JAPAN
NORWAY INDIA
THE NETHERLANDS INDONESIA
POLAND MALAYSIA
PORTUGAL PAKISTAN
CZECH REPUBLIC SINGAPORE
ROMANIA TAIWAN
RUSSIA THAILAND
SPAIN VIETNAM
SWEDEN
SWIZERLAND
TURKEY
UKRAINE

petrochemical, food, mechanical, environmental, printing, chemical, painting, galvanic, textile and ceramic industry

ir]paginari a

DEBEM s.r.l.

via Del Bosco 41 ,
21052 Busto Arsizio (Va]) - ltaly WVN@
latitudine 45°36°8.25”N _
lungitudine 8°52'24.11"E i

tel. +39 0331 074034

fax +39 0331 074036

www.debem.it - info@debem.it

All the values shown are approximate and not binding. Debem reserves the right to implement changes without prior notice.





