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FOOT FLANGES 
P 

 

Manufactured of high resistance alluminium alloy, these flanges are used to 
support our bellhousings with standard B5 flange up to an external diameter of the 
motor of Ø 350 mm. From Ø 400 upwards these foot flanges are made of steel. 

 
 

Codice 
Part 

number 

Dimensioni (mm) / Dimensions (mm) 
A B C D E F G I N O P Q R T V 

P160 165 135 80 100 45 10 45 98 80 111 130 10 9 35 9 
P200 202 168 103 125 54 19 54 123 100 140 165 22 11,5 42,5 9 
P250 252 220 130 155 105 25 25 150 125 180 215 25 13 92,5 11 
P300 302 265 160 190 115 25 50 175 150 240 265 25 13 100 13 
P350 362 310 250 286 183 30 73 205 175 256 300 30 18 165 15 
P400 410 360 520 570 350 15 205 260 175 301 350 15 18 325 18 
P450 460 400 590 640 390 15 235 295 200 351 400 15 18 365 18 
P550 560 500 690 740 470 15 255 350 250 450 500 15 18 445 18 

 
 
 DAMPING RODS FOR OMT FOOT FLANGES 

   BMA - P** 
 
 

 
In alu, thery are made of two bars moulded into vulcani- zed rubber; thery 
are used either between OMT foot flange and oiltank cover or between 
the motor and the ground where vibrations are higher. 
They can work up to + 80°C degrees and reduce the 
noise created by the power transmission by approx. 3÷5 Db. 

 
 
 
 
 
 
 
 
 
 

   Indicated part-numbers refer to 2 pieces of damping rods 
 

      Part number (1 pair)  Dimensions (mm) 

A B C D d E F G H I L M 

BMA-P160-OMT 198 156 80 20 14 M8 12 8 40 21 26,5 53 
BMA-P200-OMT 198 156 103 20 14 M8 12 8 40 24,5 26,5 53 
BMA-P250-OMT 244 205 130 20 14 M10 12 8 40 24 26,5 53 
BMA-P300-OMT 288 245 160 20 14 M12 12 8 40 20 26,5 53 
BMA-P350-OMT 419 370 250 26 18 M14 15 15 60 28 36,5 73 
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