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Compact distributors M5 3/2-5/2
individual and for manifold

Series 805 Pneumatic
command

1.53Specifications may be subject to change without prior notice.

Compact distributors M5 3/2-5/2individual and for manifoldSerie 805_GB_2012_PneCompact distributors M5 3/2-5/2-individual and for manifoldPneumatic -Spring

Compact distributors M5 3/2-5/2individual and for manifoldPneumatic -Differential

Compact distributors M5 3/2-5/2individual and for manifoldPneumatic -Pneumatic

 Pneumatic -Spring 3/2 Ordering code 5/2 Pneumatic -Spring  

805.t.11.1

t
TYPE
32 = 3 ways
52 = 5 ways

 

Weight gr. 45
Minimum piloting pressure 2 bar Weight gr. 50

Minimum piloting pressure 2 bar

Operational 
characteristics

Fluid Max working
pressure

Operating
Temperature

Flow rate at 6 bar
with p=1

Orifice
size

Working port
size

Pilot port
size

Filtered air, with 
or without lubri- 10 bar Min. Max.

-5°C +70°C 160 Nl/min mm 2,5 M5 M5

 Pneumatic -Differential 3/2 Ordering code 5/2 Pneumatic -Differential  

805.t.11.12

t
TYPE
32 = 3 ways
52 = 5 ways

 

Weight gr. 50
Minimum piloting pressure 2 bar Weight gr. 55

Minimum piloting pressure 2 bar

Operational 
characteristics

Fluid Max working
pressure

Operating
Temperature

Flow rate at 6 bar
with p=1

Orifice
size

Working port
size

Pilot port
size

Filtered air, with 
or without lubri- 10 bar Min. Max.

-5°C +70°C 160 Nl/min mm 2,5 M5 M5

 Pneumatic -Pneumatic 3/2 Ordering code 5/2 Pneumatic -Pneumatic  

805.t.11.11

t
TYPE
32 = 3 ways
52 = 5 ways

 

Weight gr. 55
Minimum piloting pressure 1,5 bar Weight gr. 60

Minimum piloting pressure 1,5 bar

Operational 
characteristics

Fluid Max working
pressure

Operating
Temperature

Flow rate at 6 bar
with p=1

Orifice
size

Working port
size

Pilot port
size

Filtered air, with 
or without lubri- 10 bar Min. Max.

-5°C +70°C 160 Nl/min mm 2,5 M5 M5
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