/}/ Series 212 Pneumatic Pneumatic actuated valves 2/2-3/2-5/2

n
weuax] COMMand G1/2
Pneumatic-Spring 3/2 Ordering code 5/2 Pneumatic-Spring
212.9.11.1
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Weight gr. 1110 2 4 2
Minimum piloting pressure 2,5 bar i Weight gr. 1390
2 10 1 2 Minimum piloting pressure 2,5 bar
3 513
Fluid Max working Operating Flow rate at 6 bar Orifice Working port Pilot port
Operational pressure Temperature with Ap=1 size size size
characteristics Filtered air, with Min. Max. : " f
or without lubri- 10 bar -5°C +70°C 3500 Ni/min mm 15 G1/2 G1/8
Pneumatic-Differential external 3/2 Ordering code 5/2 Pneumatic-Differential external
212.Q.11.12
P TYPE
32 = 3 ways
o1/8 52 = 5 ways G1/8
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Weight gr. 1380

.45 |
2
Minimum piloting pressure 2,5 bar HZDMJ o ‘“fmj . Weight gr. 1660
Minimum piloting pressure 2,5 bar:

Fluid Max working Operating Flow rate at 6 bar Orifice Working port Pilot port
Operational pressure Temperature with Ap=1 size size size
characteristics Filtered air, with Min. Max. ) " .
or without lubri- 10 bar 5°C +70°C 3500 NI/min mm 15 G1/2 G 1/8
Pneumatic-Pneumatic 3/2 Ordering code 5/2 Pneumatic-Pneumatic
212.Q.11.11
TYPE
0 32 = 3 ways © S
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50 45
65 50 45
65
Weight gr. 1350 2 4 2
Minimum piloting pressure 2 bar . Weight gr. 1630
2 10 " 2 Minimum piloting pressure 2 bar
31 513
Fluid Max working Operating Flow rate at 6 bar Orifice Working port Pilot port
Operational pressure Temperature with Ap=1 size size size
characteristics Filtered air, with Min. Max. . . .
or without lubri- 10 bar 5°C +70°C 3500 NI/min mm 15 G1/2 G 1/8
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Pneumatic actuated valves 2/2-3/2-5/2 Series 212 Pneumatic w
PNELNAX

G1/2" command
Pneumatic-Pneumatic 5/3
Ordering code
212.53.Q.11.11 9 c1/8
0 _
FUNCTION | s §
e 31 = Closed centres P
32 = Open centres ‘ b @
33 = Pressured centres lo -
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50 45
65
Weight gr. 1650 4 2 4 2 4 2
Minimum piloting pressure 3 bar . %/\4 E L é W i W § § W i %/\4 E $ i g w »
513 513 513
Fluid Max working Operating Flow rate at 6 bar Orifice Working port Pilot port
Operational pressure Temperature with Ap=1 size size size
characteristics Filtered air, with Min. Max. ) . .
or without lubri- 10 bar 5°C +70°C 3000 NI/min mm 15 G1/ G1/8
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