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151.R BOTTOM Dial 40 - 50 mm 
Use 

Pressure gauges suitable for all process gaseous and liquid don't attack 
copper alloy parts, Pneumatics, Heating, ventilation, air-conditioning, Medical 
engineering 

Description 

Pressure gauge made according UNI EN 837.1 norms - BLACK steel case dial 40 - 50 mm. - BRASS 
movement and pivot - BOTTOM conical connection (UNI EN 10226) - Aluminium dial White background - 
Black BAR scale and Red PSI one - Accuracy 2,5% - Aluminium index  
*** GOODS SALE ONLY IN BATCH/PACK (see "LOTTO") *** 

Using range 

Working Temperature -10 +60° C (+ 14 +140° F)  
Overpressure: 25% < 60 bar >15% (according EN837.1) 

Models 

Available range:  
dial 40 mm 4; 6; 10; 12 Bar+Psi  
dial 50 mm 10; 12 Bar + Psi  
Normalized range: Vacum -1 / 0 Bar+CmHg; Compound -1+0,6; -1+1,5; -1+3; -1+5; -1+9; -1+15 BAR only; 
0.6; 1; 1,6; 2,5; 4; 6; 10; 12; 16; 25; 40; 60; 100; 160; 250; 315; 400 Bar + Psi 

Options 

NPT ANSI B.1.20.1 thread, customize range, scale or logo; Coloured sector, red index. 

VAR B D H G CH Kg Lotto 

40 22,5 40,7 40 1/8" BSPT 11 0,038 200 

50 25,0 51,7 41 1/8" BSPT 11 0,040 200 
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