Cylinders according to standard ISO 15552
Accessories and fixing device

Rear male clevis (with jointed head according to DIN 648K standard)
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Ordering code ER
v
Aluminium: 1380.9.15F .
Steel: 1320.0.25F(032-0125) dTﬁ = =+ =T —
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XD+stroke
Bore 32 40 50 63 80 100 125 160
CN (H7) 10 12 16 16 20 20 30 35
£ Aluminium =~ 45 52 65 75 95 115 140 180
Steel 45 55 65 75 95 115 140 180
EN (-0.1) 14 16 21 21 25 25 37 43
ER Aluminium =~ 16 19 21 24 28.5 30 40 45
Steel 15 18 20 23 27 30 40 /
EU 10.5 12 15 15 18 18 25 28
FL (JS 15) 22 25 27 32 36 41 50 55
H Aluminium 9 9 11 11 14 14 20 20
Utilised with clevis 30F allows the Steel 10 10 10 12 14 16 20 /
cylinder to oscillate in all directions. L2 (+0.5) 5.5 5.5 6.5 6.5 10 10 10 10
Made of aluminium alloy or steel (see S5 6.6 6.6 9 9 11 11 14 18
ordering code) and painted black. TG 325 38 465 @ 565 72 89 110 140
XD 142 160 170 190 210 230 275 315
Weight | Aluminium 60 100 180 245 480 650 1410 | 2420
ar. Steel 210 310 400 710 1350 2400 = 4000 /
Complete standard trunnion (with joined head according to DIN 648K standards)
Ordering code
Aluminium: 1380.0.36F
Counter clevis can be ordered
separately with code 1380.0.15F
Steel: 1320.0.26F (©32-0125) @ f@
Counter clevis can be ordered
separately with code 1320.0.25F | :[
XD+stroke
Bore 32 40 50 63 80 100 125 160
CN 10 12 16 16 20 20 30 35
E Aluminium 45 52 65 75 95 115 140 180
Steel 45 55 65 75 95 115 140 180
FL (JS 15) 22 25 27 32 36 41 50 55
" L2 (+0.5) 55 55 6.5 6.5 10 10 10 10
@ .l 85 6.6 6.6 9 9 11 11 14 18
TG 325 38 465 @ 56,5 72 89 110 140
XD 142 160 170 190 210 230 275 315
Weight Aluminium 130 215 380 535 1050 1470 @ 3120 5430
gr. Steel 380 580 770 1380 2460 4500 @ 8150 /

Specifications may be subject to change without prior notice
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