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A fast acting, penetrating
grease for lubrication of
general moving components.

Part N°:
84339 (KSL) - 500ml aerosol
83688 (KSL -85) 85ml aerosol

Features & Benefits

« Excellent Penetrant - Gets to where |ubricant is required
* Clear formulation - Invisible protection

» Moisture repellent - Protects against corrosion

* High adhesion - Stays where it is needed

« High Lubricity - Reduces wear and friction

Applications Instructions

SL 500 is a lubricant based on mineral oils, Spray directly on to moving parts of the

poly-isobutene, anti-wear, anti-corrosion component requiring lubricating.
additives and PTFE.

SL 500 is a clear spray grease with excellent
penetrating ability and very high adhesion,
once the propellant has flashed off, it leaves a
high degree of both protection and lubricating
properties.

SL 500 is designed for lubricating general
moving components during the service
schedule, such as:-

» Door Hinges

* Check Straps

* Door Locks

* Bonnet and Boot hinges and catches

» Pedal pivots

» Fuel cap locks

« Control linkages / cables / chains

Hints & Tips
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Loctite 8031

,,Loctite 8031¢. Tepimo priemones. Pjovimo alyva, aerozolis
Naudingos savybes

e Pjovimo alyva

e Apsaugo dirbancius pjovimo irankius

e Pagerina pavirSiaus apdaila

e Padidina irankiu eksploatavimo trukme
¢ Naudotina greziant, pjaustant ar sriegiant pliena, nerudijanti pliena ir dauguma spalvotuju metalu

Techniniai duomenys:

e Eksploatavimo temperaturos diapazonas: nuo -20 °C iki +160 °C
e Pakuociu dydziai: 400 ml aerozolis

Naudojimas Tepimo priemonés > Specializuotos tepimo priemonés > Sausas apvalkalas
Chemija Synthetic

Suderinama su RoHS Henkel kontaktai



